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Section IV: Practical Skill Sheets



PRACTICAL SKILL: 10-5
	Skill Level:
	Firefighter I

	Objective:
	Pre-Connected Flat Hose Load – 2002 Edition, NFPA 1001 5.1.1.2, 5.3.1, 5.5.4

	Materials Provided:
	Three (3) 50' sections of 1-3/4" hose, One (1) 1-1/2" nozzle, and Hose Bed Simulator

	Materials Needed:
	Complete Set of Personal Protective Equipment and Self-Contained Breathing Apparatus (SCBA)

	Instructions:
	The student shall demonstrate the pre–connected flat hose load. The student must load all three (3) sections of 1-3/4" hose. The student may use the evaluator as an assistant. However, the student must instruct the evaluator as if he/she had no prior hose loading knowledge. Upon completion, the student must unload the hose and return them to the condition in which they were found.

	Safety:
	Always ensure student safety while conducting practical exercises.

	
	AHJ will determine the degree of accuracy, time limit, or required critical steps.

	Recommended Time:
(or as specified by AHJ)
	7 minutes

	References:
	Firefighter’s Handbook, Chapter 10, page 245, JPR# 10-20


PRACTICAL SKILL: 10-5
	Objective:
	Pre-Connected Flat Hose Load – 2002 Edition, NFPA 1001 5.1.1.2, 5.3.1, 5.5.4

	Student Name:
	
	Date:
	


	Criteria:
	Pass
	Fail

	1.
Attaches female coupling to appropriate male discharge
	
	

	2.
Lays first length flat against divider/partition
	
	

	3.
Folds hose upon itself, fold even with edge of bed
	
	

	4.
Continues toward front of bed (or opposite side) angling slightly to place this length adjacent to the first
	
	

	5.
Continues toward rear of bed (or opposite side) placing next length against preceding length or opposite divider/partition thus creating the first tier of hose
	
	

	6.
Continues in above manner until next coupling or one-third total length of load
	
	

	7.
Creates approx. 8" loop (for pull handle) at one-third total length of load 


Note: Loops on both sides for cross lay hose beds
	
	

	8.
Continues with folds (as above) until next coupling or two-thirds total length of load
	
	

	9.
Creates approx. 14" loop (for pull handle) at two-thirds total length of load


Note: Loops on both sides for cross lay hose beds
	
	

	10.
Completes load with male coupling on top
	
	

	11.
Attaches nozzle to male coupling
	
	

	12.
Creates short folds as needed throughout, so couplings do not hang out
	
	

	13.
Couples hose together as each progressive section is loaded
	
	

	
	Pass
	Fail

	Overall Time:
	
	Overall Score:
	
	

	Evaluator Name:
	

	Date: 
	
	


	Evaluator Notes
	Student Notes

	
	


